


" Carrier's advanced features

Mode M With this button the operating mode of the air conditioner can be selected.

*@
A Automatic
|

Cooling with Dehumidification . , .
dehumidification only » ,9( Heating

42CSR010, 013 _""'

Econo Mode/Eco Mode

Press button E on the remote if you want silent and
operation at Cooling, Heating and Auto modes and save up t' >
25% compared to standard settings.

Auto Diagnosis

For your convenience, each unit is equipped with a smart
auto-diagnosis system that will indicate any problem areas and
enable fast, effective repair.

Advanced Airflow o

The horizontal louver provide wider airflow, for more comfort throughout your
home. The Carrier remote gives you 10 steps of control over your airflow. The unit
includes an auto-swing mode, which sets the airflow to the best position for
heating or cooling and distributes air evenly around the room.

10 step /f/n
. Air Flow :

Daily Timer
The Carrier remote control allows you to set
the exact time when you want your air
conditioner to start and stop operating. This
can be operated automatically on a daily basis.

Sleep Timer

The Carrier remote control provides a very
convenient automatic stop  operation,
programmable for 1-9 hours.




I Remote Control for 42CSR010,013 _ ran |

- f Press this button to select fan speed, when [
Comfor tat y our f'ng er tlpS you select AUTO, the fan speed is

' automatically adjusted according to room B
temperature.You can also manually select
the desired fan speed from four settings:

quiet, low, med, high.
Preset ——
Store your preferred setting and activate
when required. On/Off
Mode
With this button the operating mode of the
Temperature Control air conditioner can be selected.
A" Ventilation (fan only)
Fix . Heating

A Automotic

Press this button to adjust the

sl g i1 Cooling with dehumidificatian
direction of airflow.

U Dehumidification only
Hi-Power

=4 Swing
— 1 SWING x :
‘ Press this button to swing the horizontal louver. If you want more powerful capacity at
Press it again to stop. & RE X Cooling, Dry and Heating model, press &

an the remote.

Sleep Timer .

Timer
Set on and off times or program a setting to
repeat every 24 hours.

~— Eco Mode
Press this button to start the Eco operation,

Auto Diagnosis (CHK) Clock

A service engineer can use this button to check
the location of a problem.
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l Remote Control for 42CJRO1 8,024 UserFriendly Remote Control

Wireless, trouble-free remote controls for maximum ease of use.

|

|

| Infrared Signal Emitter . Temperature Button (',ﬂf} |
[ 4 The set temperature is increased up to
| 0°C |
v, The sel temperature 15 dropped down 1o
19°C
Set Louver Button (FIX) . ’

Press shis button to adjust the air How

START/STOP Button

direcfion

Auto Louver Button [SWING)

Fan Speed Button (FAN) ‘
Press this button lo swing the horizoniat

Press this button io select fon speed. when you
select AUTO, the fon speed is outomahcally

louver. ) adjusted according o the reom lemperalure. You
Press the SWING bution again fo siop con olso manually select the desire fon speed from
the louver swinging.

among four settings
IQUIET, lOW m . MEDE , HIGHE |
Mode Select Button (MODE}

Press this button 1o select o mode.

7 ] A ECO Button [ECO)

! Each #me you press the button, a mode is Ve - :
| siliciodior saipiibos:oa folosiig oeder, .28 iy Press this button to stort the ECO operalion.
e ALITQ = COOL ~— DRY -— AUTO FAN - f sy e : &J
———— “@QE “"" ;" .: EE-‘ . = Auto Diognosis (CHK)
Reset Buttan (RTS) ; 15 TIMER = Setvi'ce man pushes this buton 10 check the
Push this button when the botteries of the ~ f —~ r~ B location of a problem. |
remote control have been replaced. ‘ - A ‘,# g%
i ] Cancel Button (CLR] ‘
On Timer Button [ON) b Prass this bulton to cancel OM fimer and GFF

Off Timer Button (OFF) .
‘ F Reserve Button (SET) |




42CSRO10
10,000 BTU/2.57-2.62

42CSR013

13,000 BTU/3.60-3.65

38CSR013

42CJR018 o

18,000 BTU/5.20-5.25

42CJR024

24,000 BTU/6.40-6.45

38CJRO24




This specitication refers to JIS B 8615-1

| CiT| Carrier Hiwall Split Type
System Hiwall Cooling only R-22
M d l {Indoor Unil) 42CSR0O10 42CSR013 42CJR018 42CJR0O24
oae (Outdoor Unil) 38CSRO10 38CSR013 38CJR018 38CJR024
Power Supply ¥ (Viph/Hz) 220 - 240/1/50 220 - 240/1/50 220 - 240/1/50 220 - 240/1/50
Cooling Capacity (kW) 2.57 - 2.62 3.60 - 3.65 5.20-5.25 6.40-6.45
COP 3.21-3.08 2.88-2.83 2.70-262 2.64 -2.57
Power Consumption (kW) 0.80-0.85 1.25-1.29 1.92-2.00 2.42-251
Operating Current (A) 3.72-3.70 5.75-5.60 9.45-9.70 11.20 - 11.40
Indoor Unit
Dimension (HxWxDj {mm) 250x740x195 275x780x205 298x998x208 298x998x208
Nel weight < (kg) 8 8 13 13
Alirflow Volume = (m?h) 540 = 630 900 900
Humidity Capacity (ih) 1.2 2.0 2.0 27
Fan Motor Output : w) 20 20 30 30
Operalir]g Noise (H/M/L), (HM+M/L+/L) (dB) 40/38/36/34/32 41/38/35/33/31 44/39/35 45/41/37
Outdoor Unit-
Dimension (HxWxD) {mm) 530x660x240 550x780x290 550x780x290 715x780x290
Net Weight {kg) 26 34 41 52
Compressor Quiput (W) 750 1100 1500 1800
Fan Molor Output (W) 20 30 42 42
Operating Noise (dB) 46 - 47 47 - 48 51-52 56 - 57
Pipe Size
Liquid Side (mmfinch) 6.35(1/4") 8.35(1/4") 6.35(1/4") 6.35(1/4")
Gas Side (mmfinch) 9.52(3/8") 12.70(1/2") 12.70(1/2") 15.88(5/8")
Coupler Style Flare Flare Flare Flare
Drain Ls,icie Dia. mm) 16.3 16.3 16.3 16.3
Max. Piping Length nt {m) 10 ik 20 25
Chargeless .LeﬁgTHhM e I e {m) 10 16 15 (i )
Max. Piping Height B (m) 5 g 8 10
Usable Outdoor Temp _ {Cooling,°C) 21-43 21-43 21-43 21-43
Remote Conlrol hﬁo‘del [ WC-LO6SE WC-LOGSE WC-K12JE WC-K12JE
Alr Filter {Accessory) Nano Silver Gxnsenlg 1pec Nano Silver Ginseng 1pc Nano Silver Ginsqu 2 pc Nano Silver Ginseng 2 pc
Nano Photo Copper Zinc 1 pc | Nano Pholo Copper £inc 1 pe | Nano Photo Copper Zins 2 pe | Nana Photo Copper Zine 2 pe

Rated of cooling capacity, electrical characteristic and noise are measured under condition of cooiing capacity test.
Rated of humidily capacity are measured under condition of indoor side 27°C (Db) / 80%(RH) and outdoor side 35°C(Db) / 24°C(Wb).

Measured condition:

Cooling capacity test condition - Inside: 27°C (Db) / 19°C (Wb) Outside: 35°C(Db) / 24°C{Wb)

Heating capacity lest condition -

Cooling overloading condition - Inside: 32°C (Db) / 23°C (Whb)

Healing overloading condition -

Oulside: 43°C(Db) / 26°C(Whb)

Turn to the Experts.

To find out more, please call our cool-line at 6410 0369

Carrier Singapore (Pte) Ltd 28 Teban Gardens Crescent, Singapore 608926 Tel: 6567 5522 Fax: 6567 6818
Emait: netinfo.csl @carrier.utc.com Website: www.carrier.com.sg

Catalog No: SS-CSR-07A




